
DOC NO. REVISION ISSUE DATE

QF/RD/05 1 01 02-04-25

 CERTIFIED TO IS 9169:1979 AND EN 352-1:2002

1 PHYSICAL PARAMETERS

GENERAL

Fine handling in a greasy, dry or damp environment. 

Mechanical resistance and dexterity, resistant to oils & greases.

2 APPLICATION USAGE General handling, mechanical assembly and construction.

3 PRODUCT DESCRIPTION

13 gauge seamless blue polyester liner with sandy nitrile coating.

Hand specific, palm dip, knit wrist.

KARAM HS32

POLYESTER GLOVES WITH SANDY

NITRILE COATING

 DOC. NO.  REVISION  ISSUE  DATE

4121X

EN 388: 2016

4 GLOVE CONSTITUTION

COATING COLOUR Black

MATERIAL
13 gauge seamless blue polyester liner with sandy nitrile coating.

Hand specific, palm dip, knit wrist.

5
CE PERFORMANCE

LEVELS
MATERIAL

PROTECTION OFFERED PERFORMANCE LEVELS

Abrasion resistance (Cycle) 4

Blade cut resistance coupe test (index) 1

Tear strength resistance (N) 2

Puncture resistance (N) 1

Cut resistance method

{EN ISO 13997: 1999 (N)}
X

Impact Protection -



7
QUALITY INSPECTION

CRITERIA

INSPECTION LEVEL AQL

DIMENSION S-2 4.0

PHYSICAL

PROPERTIES
S-2 4.0

8 PACKAGING
1 dozen (12 pairs) per polybag, 10 dozen (120 pairs) per outer carton Each polybag contains a

consumer information sheet.

6 AVAILABLE SIZES

SIZES

MINIMUM LENGTH OF GLOVE (mm)

PALM WIDTH LENGTH

8 95 240

9 100 250

10 105 260


