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 CERTIFIED TO EN 388:2016

1 PHYSICAL PARAMETERS

GENERAL

Exceptional breath-ability and comfort;

Reduced hand fatigue; Great fit and feel;

Controlled grip in both wet and dry working environments;

2 APPLICATION USAGE

General assembly, Micro-engineering and precision handling of small

parts; Automotive components; Maintenance; Logistics and

Warehousing.

KARAM MX

LYCRA/NYLON GLOVE WITH FINE SANDY

NITRILE.

 DOC. NO.  REVISION  ISSUE  DATE

4131X

EN 388: 2016

3 GLOVE CONSTITUTION

COATING COLOUR Black 

MATERIAL

15 Gauge Lycra/Nylon mixed liner glove coated with ultra fine sandy

nitrile. 

Hand specific, palm dip, knit wrist

4
CE PERFORMANCE

LEVELS
MATERIAL

PROTECTION OFFERED PERFORMANCE LEVELS

Abrasion resistance (Cycle) 4

Blade cut resistance coupe test (index) 1

Tear strength resistance (N) 3

Puncture resistance (N) 1

Cut resistance method

{EN ISO 13997: 1999 (N)}
X

Impact Protection -



6
QUALITY INSPECTION

CRITERIA

INSPECTION LEVEL AQL

DIMENSION S-2 4.0

PHYSICAL

PROPERTIES
S-2 4.0

7 PACKAGING
1 dozen (12 pairs) per polybag, 20 dozen (240 pairs) per outer carton Each polybag contains a

consumer information sheet.

5 AVAILABLE SIZES

SIZES

MINIMUM LENGTH OF GLOVE (mm)

PALM WIDTH LENGTH

8 90 235

9 95 245

10 100 255

11 105 265


