
 
 

 

 

 

DOC. NO. REVISION ISSUE DATE 

QF/RD/05 00 00 11-03-2026 

 

CROSS ARM STRAP 

Ref. No. PN 806 

 

CERTIFIED TO EN 795: 2012 TYPE B AND AS/NZS 5532:2013 

DESIGN 

44 mm wide polyester webbing stitched with 70mm webbing on the back for extra protection 

 

WEBBING 

Material : Polyester 

Width : 44±1 mm 

Breaking strength : 25 kN (min) 

 

WEBBING 

Material : Polyester 

Width : 70±1 mm 

Breaking strength : 25 kN (min) 

 

STITCHING THREAD 

Material : High-tenacity polyester 

 

LENGTH 

1.0 m, 1.5 m, 1.8 and 2.0 m 

 

METAL COMPONENT 

Material : Alloy Steel 

Finish : Galvanized with Silver Passivation 

Breaking Strength : 23 kN (min) 

 

VITAL TEST COMPLIANCE 

Static Strength : 18 kN for 3 Minutes 

Dynamic Strength : Free fall from 1.5 meters height with a test mass of 100 kg 

 

WEIGHT 

1.0 m : 450 gm ±10 gm 

1.5 m : 500 gm ±10 gm 

1.8 m : 530 gm ±10 gm 

2.0 m : 550 gm ±10 gm 

 
 

70 mm Webbing 

DR 009 

 

D-Ring DR 005 

Polyester Webbing 

44 mm 


